PAVEMENT STRENGTH SURVEY

STATE Alaska CITY Gambell AIRPORT Gambell I This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES Existing SOIL  [Subbase Base Surface Pavement
Pavement CLASS Course Course Course Overlay Strength
Conditions (PCI)
CONSTRUCTION SOURCE OF
IDENT. NAME ORIG. OVERLAY |AGENCY INFORMATION
RUNWAYS
Runway 16-34, FG-2 Borrow 6" Crushed |2" Asphalt |Bit. Seal Coat |S30
6100-01 south end 1985 1999 AK DOT & PF AIP No. 3-02-0103-03 44 Embankment Conc.
6100-02 Runway 16-34, 1985 AK DOT & PF 45 FG-2 Borrow 6" Crushed |2" Asphalt S30
north end AIP No. 3-02-0103-03 Embankment Conc.
TAXIWAYS
100-01 Taxiway A (old 1999 FG-2 Borrow 6" Crushed |2" Asphalt S30
Apron) AK DOT & PF AIP No. 3-02-0103-03 34 Embankment Conc.
100-02 Taxiway A 1999 66 FG-2 Borrow 6" Crushed |[Bit. Seal S30
AK DOT & PF AIP No. 3-02-0103-03 Embankment Coat
APRONS
FG-2 Borrow 6" Crushed |2" Asphalt S30
4100-01 Apron 1999 AK DOT & PF AIP No. 3-02-0103-03 77 Embankment Conc.
|[REMARKS:
Runway Section 6100-01 has shoulder widening and a Seal Coat on the widened shoulders in 1999
Last Site Inspection: 7/1772002 |Evaluated By: R. S. Gartin, P.E. 1/13/2003] | PAGE 10f 1




